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From
USE OF TELECOMMUNICATIONS CHANNEL CODES FOR GROUND-TO-SPACE LINKS

To
USE OF TELECOMMUNICATIONS CHANNEL CODES FOR GROUND-TO-SPACE AND SPACE-TO-SPACE LINKS

For 13.2, 13.3, 13.4 decide whether these are also applicable to space-to-space links and clarify this in the heading and the text. 


------------------------------------------------------------------
CATEGORY OF REQUESTED CHANGE:
     Technical Fact ___    Recommended _X_    Editorial ___
NOTES:
TECHNICAL FACT:  Major technical change of sufficient magnitude as to
 render the Recommendation inaccurate and unacceptable if not
 corrected.  (Supporting analysis/rationale is essential.)
RECOMMENDED:  Change of a nature that would, if incorporated, produce
 a marked improvement in document quality and acceptance.
EDITORIAL:  Typographical or other factual error needing correction.
 (This type of change will be made without feedback to submitter.)
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SUPPORTING ANALYSIS:
The introduction in 13.1 mentions that AOS / USLP are suitable for space-to-space communication. It would seem sensible to expect that 13.2 to 13.4 also apply to space-to-space links. This should be either explicitly stated or excluded.
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DISPOSITION:
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Title 13:
USE OF TELECOMMUNICATIONS CHANNEL CODES FOR GROUND-TO-SPACE AND SPACE-TO-SPACE LINKS

13.2
GROUND-TO-SPACE LINK TURBO CODES

13.3
GROUND-TO-SPACE LINK LOW-DENSITY PARITY-CHECK CODES

13.4
[bookmark: _GoBack]GROUND-TO-SPACE LINK CODING OF A STREAM OF SMTFS
