
Site OID (required)

Organization ID 
(from Org OID)

Network Name (or NULL)

Site Name (official)

Site Name Abbrevia-
tion (official)

Operator ID (from 
Org OID)

Country A2 ID where 
GSS is located 

(Country Database)

Number of GS at Site

Site PoC (Person OID)

Requestor (Person 
OID, must have 
Asset assignor 

Requestor Affiliation 
(Org OID)

Date Registered

Registered By 
(Person OID)

Last Modified date

Modified by (Person OID)

Assignment Status 
(Validated, Expired, 

Defunct, etc )

Notes

Basic Service Site
 Data

SLE F-CLTU

SLE R-AF

SLE R-CF

SLE EF-CLTU

SLE Services

MD-CSTS

TD-CSTS

FF-CSTS

SC-CSTS

CSTS Services

Radiometric offline

Fwd/Ret File

D-DOR RDEF

GFT Services

Planning

Schedule publication

Scheduling

Accountability

Service Management

Orbit determination

Collision assessment

Weather

Validated radiometric

Data Services

Site Service PoC 
(Person OID)

Requestor (Person 
OID, must have 
Asset assignor 

Requestor Affiliation 
(Org OID)

Date Registered

Registered By 
(Person OID)

Last Modified date

Modified by (Person OID)

Assignment Status 
(Validated, Expired, 

Defunct, etc )

Notes

Site Service Data

GS OID (required, 
ties to RF Asset DB)

GS Name (official)

GS Name Abbrevia-
tion (official)

Antenna latitude (ISO 6709)

Antenna longitude (ISO 6709)

GS Location

GS Elevation 
(M)

Diameter (M)

GS Type (Az/El, Equatori-
al, RA/Dec, other)

Operating Domain (Near 
Earth, Deep Space, 

Optical, Relay)

EIRP

G/T

Max data rate

Performance

Modulation

Coding

Ranging (incl D-DOR)

MSPA

Supported Spacelink 
Services

2 GHz-band (S-band)

X-band

Ka-band (NE or DS)

Other (Ku, UHF, L, C)

Supported Frequen-
cy Bands

Date Registered

Registered By 
(Person OID)

Last Modified date

Modified by (Person OID)

Assignment Status 
(Validated, Expired, 

Defunct, etc )

GS 1 Data

GS OID (required, 
ties to RF Asset DB)

GS Name (official)

GS Name Abbrevia-
tion (official)

Antenna latitude (ISO 6709)

Antenna longitude (ISO 6709)

GS Location

GS Elevation 
(M)

Diameter (M)

GS Type (Az/El, Equatori-
al, RA/Dec, other)

Operating Domain (Near 
Earth, Deep Space, 

Optical, Relay)

EIRP

G/T

Max data rate

Performance

Modulation

Coding

Ranging (incl D-DOR)

MSPA

Supported Spacelink 
Services

2 GHz-band (S-band)

X-band

Ka-band (NE or DS)

Other (Ku, UHF, L, C)

Supported Frequen-
cy Bands

Date Registered

Registered By 
(Person OID)

Last Modified date

Modified by (Person OID)

Assignment Status 
(Validated, Expired, 

Defunct, etc )

GS 2 Data

GS OID (required, 
ties to RF Asset DB)

GS Name (official)

GS Name Abbrevia-
tion (official)

Antenna latitude (ISO 6709)

Antenna longitude (ISO 6709)

GS Location

GS Elevation 
(M)

Diameter (M)

GS Type (Az/El, Equatori-
al, RA/Dec, other)

Operating Domain (Near 
Earth, Deep Space, 

Optical, Relay)

EIRP

G/T

Max data rate

Performance

Modulation

Coding

Ranging (incl D-DOR)

MSPA

Supported Spacelink 
Services

2 GHz-band (S-band)

X-band

Ka-band (NE or DS)

Other (Ku, UHF, L, C)

Supported Frequen-
cy Bands

Date Registered

Registered By 
(Person OID)

Last Modified date

Modified by (Person OID)

Assignment Status 
(Validated, Expired, 

Defunct, etc )

GS n Data

A Site may have Services 
and no GS, or GS and no 
Services, or both

Service Site and 
Ground Station (GS, 
Antenna) Registry

Service Site and 
Ground Station (GS, 

Antenna)
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